Enhanced appearance of finished documents will be achieved with
the optional Square Back System. This wil change the way you and
your clients think about finished booklets because ittr  ansforms
the book into one that appears to be perfect bound but with

the added value of strength because of the stitches.

No adjustments are needed because the SBS will

‘compensate for booklet thickness.

Quiet in operation it can also be used of-line to enable work

from other devices to be professionally finished.

A further benefit s that work can be stacked flat.
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Technical Information

MAXIMUM SHEET SIZE
(Creasing element) 630mm x 330mm 246 x 13.0 inches
(Bookletmaker) 482mm x 320mm  19.0 x 12.6 inches

MINIMUM SHEET SIZE

(Creasing element) 140mm x 160mm 5.5 x 6.3 inches
(Bookletmaker) 148mm x 210mm 5.8 x 8.3 inches
MAXIMUM BOOK THICKNESS 22 sheets (80gsm) 22 sheets 1810 bond
MAXIMUM WEIGHT (CREASING) 350gsm +___120lb cover stock
MAXIMUM NUMBER OF CREASES 9 ]
MINIMUM DISANCE BETWEEN CREASES __4mm 5132 inch
INCREMENAL ADJUSTMENTS O: 0.1mm 0,004 inches
MIN CREASE DISINCE FROM LEAD EDGE

from lead edge 25mm TLinch

from tail edge 20mm 34 inch
SPEED (CREASING ELEMENT) 4000 sheets* ph (A4) 4000+ sheets
SPEED SYSTEM) Up t0 2500 books per hour

(Dependent on number of sheets in the book)

DIMENSIONS (WITH SQUARE BACK SYSTEM)

Length 270em 106 inches
Width 72em 28 inches
DIMENSIONS (WITHOUT SQUARE BACK SYSTEM)

Length 275cm 108 inches
Width As above As above
Creasing element Up t0 9 jobs with up 0 9 creases per job
Bookletmaking element Upto 6 jobs
WEIGHTS:

Documaster 26akgs 581 1bs
Square Back System (SBS) 135kgs 297 Ibs
POWER REQUIREMENT! 230V 50 Hz 115V 60Hz




