
    

Creasing versus Scoring
Traditional rotary scoring machines use circular blades that are in constant motion as the stock passes through them.

This creates a ploughing action that actually cuts through the top fibres of the paper or card in order to create a

score. Inevitably this weakens the paper and encourages cracking.

In contrast, the Morgana AutoCreaser employs a unique creasing rule and matrix - as illustrated - that eliminates

tearing and, therefore, cracking.

Feeding System........................................ Bottom suction feed

MAX. SHEET SIZE........................ 648mm x 330mm ............ 25.5" x 13"

MIN. SHEET SIZE........................ 140mm x 160mm ............ 5.5" x 6.3"

MAX. PAPER WEIGHT............................ 400+gsm................ 120+lb Cover

MIN. PAPER WEIGHT.............................. 70gsm.................... 20lb Bond

MAX. NO. CREASES PER SHEET.......................................... 9

MAX NO. PROGRAMMED APPLICATIONS...................................... 9

MIN. REPEAT CREASE DISTANCE ........................ 4mm (0.2") (depending on paper weight)

MIN. CREASE DISTANCE......................................................

...from lead edge .............................. 25mm ........................ 1"

...from tail edge ................................ 20mm........................ 0.8"

SPEED PER HOUR (A4 & 8.5" x 11").............................. 3,840 single creases

.................................................. 2,760 double creases

SPEED PER HOUR (A3 & 11" x 17").............................. 2,670 single creases

(Note: The production speed varies according to material size and 

the number of creases on the sheet)

DIMENSIONS.................... L: 1,168mm (46")  H: 990mm (39")  W: 457mm (18")

WEIGHT.............................. 109Kgs (240lb) (+18Kgs (+40lb) packing)

POWER REQUIREMENT.......................................... 1phase 220/240v
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